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QUESTION 1

Which Avaya IXTTMMessaging admin feature supports not forwarding callers to their destination, even if the PIN is
correct, when they are calling outside of scheduled times? 

A. Out of office hours 

B. PIN schedule 

C. PIN 

D. Caller ID / DNIS 

Correct Answer: D 

 

QUESTION 2

A customer has Avaya IX"\\' Messaging installed and wants tomodifythe ETSIPService.ini file to enable TLS security. In
which folder is the ETSIPService.ini file located on the voice server hard drive? 

A. UC/UCCSE 

B. UC/DB 

C. UC/Configuration 

D. UC/ETSIPService 

Correct Answer: D 

 

QUESTION 3

Which three Operating Systems are Messaging 10.8 SP1 installation? (Choose three.) 

A. 2008 Standard Edition 

B. Windows Server 2012R2 

C. MAC operating systems 

D. Windows Server 2016 

E. Windows Server 2019 

Correct Answer: CDE 

 

QUESTION 4

Which three statements about license management in Avaya IXTM Messaging High Availability are true? (Choose



three.) 

A. The other servers (Secondary Server, Consolidated server, Mobilink Server, etc.) will maintain their individual license,
which allows them to maintain full functionality. 

B. The Primary voice server will hold the license, and becomes the primary holder of the license. 

C. The license file will be copied to all voice servers by Mobilink. 

D. The license files on other servers (Secondary Server, Consolidated server, Mobilink Server etc) are time stamped,
and expire after a certain period of time. 

E. The license files on other servers (Secondary Server, Consolidated server, Mobilink Server etc) are permanent, and
do not expire. 

Correct Answer: ACD 

 

QUESTION 5

In an Avaya IXTM Messaging solution, what are the two locations where the PBX Extension Max Length is configured?
(Choose two.) 

A. On the Content Sync Engine server 

B. On the Voice server nodes 

C. On the Consolidated server 

D. On the Database server 

Correct Answer: AB 

 

QUESTION 6

Which three field settings does the consolidated server have the ability to change? (Choose three.) 

A. Company 

B. SIP Settings 

C. Mailbox Settings 

D. Feature Group 

E. PBX Settings 

Correct Answer: BCE 

 

QUESTION 7

The number of Content Sync Engine (CSE) Servers required depends upon the number of advanced users that will be



working on the system. What kind of server is required for 2,500 Advanced users, in a High Availability solution? 

A. CSE Running on CS 

B. CSE Running on Backup Server 

C. CSE Running on Voice Server 

D. A dedicated CSE Server 

Correct Answer: D 

 

QUESTION 8

In Avaya IXTM Messaging, which service provides unified messaging synchronization to Google through Gmail API,
Office365 using EWS link, any IMAP4 compliant email application? 

A. Message Networking 

B. IIS Web Service 

C. Content sync engine 

D. Transcription 

Correct Answer: C 

 

QUESTION 9

While doing a backup of the Avaya IXMessaging solution, which three folders must be chosen? (Choose three.) 

A. UC\DB 

B. UC\DBCom 

C. UC\Licenses 

D. UC\Messages 

E. UC\Prompts 

Correct Answer: ABD 

 

QUESTION 10

In Avaya IXTM Messaging, which three statements about WebLM server are true? (Choose three.) 

A. WebLM on both virtual and physical server types are supported. 

B. Only WebLM on System Manager is supported. 



C. Before installing the voice server, another computer must be designated to act as the license server. 

D. If the connection to the WebLM server is interrupted, Avaya IXTM Messaging will revert to demo after 28 days. 

E. If the connection to the WebLM server is interrupted, Avaya IXTM Messaging will revert to demo after 60 minutes 

Correct Answer: CDE 

 

QUESTION 11

What is the Avaya IXTM message bandwidth required for inbound and for outbound traffic? 

A. 64 kbps bandwidth for inbound, and another 64 kbps for outbound traffic 

B. 15 kbps bandwidth for inbound, and another 15 kbps for outbound traffic 

C. 10 kbps bandwidth for inbound, and another 10 kbps for outbound traffic 

D. 30 kbps bandwidth for inbound, and another 30 kbps for outbound traffic 

Correct Answer: B 

https://downloads.avaya.com/css/P8/documents/101047702 

 

QUESTION 12

Which version of Avaya IXTM Messaging is able to send SNMP alarms to an SAL gateway? 

A. 10.8 

B. 10.7 

C. 10.6 

D. 10.5 

Correct Answer: A 
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