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QUESTION 1

A new HBA is added to a Sun Solaris host. After a reconfiguration reboot, the new HBA is logged into the FA port on the
Symmetrix, but it cannot see any devices. Which two [2] must be verified? 

A. Correct HBA WWN and FA association exists in the VCMDB 

B. LUN number conversion from hexadecimal to decimal in the sd.conf file 

C. LUN number conversion from decimal to hexadecimal in the sd.conf file 

D. LUN number conversion from hexadecimal to decimal in HBA driver configuration file on the host 

Correct Answer: AB 

 

QUESTION 2

Which command is used to display volumes in all PowerPath Volume Manager volume groups? 

A. powervadm list 

B. powervadm show 

C. powervadm list g 

D. powervadm show -vg 

Correct Answer: A 

 

QUESTION 3

After a Connectrix Manager upgrade, SAN Manager is unable to perform zoning operations. What needs to occur to
enable zoning operations? 

A. Refresh the copy of the VCMDB to the FA 

B. Restore the FibreZone database from Backup 

C. Restart the FCC agent on the infrastructure host 

D. Reinstall FibreZone Bridge on the service processor 

Correct Answer: D 

 

QUESTION 4

Which native command on a B-series switch will provide data for EMC Customer Service? 

A. showtech 



B. supportshow 

C. supportlogs 

D. switchsupport 

Correct Answer: B 

 

QUESTION 5

Which Cisco tool is used to monitor, configure and manage multiple MDS switches? 

A. Device Tools 

B. SAN Manager 

C. Fabric Manager 

D. Connectrix Manager 

Correct Answer: C 

 

QUESTION 6

Which view of Workload Analyzer will provide the aggregate utilization of all FA ports in the Symmetrix? 

A. Performance view 

B. Link utilization view 

C. Data collection view 

D. Performance traffic view 

Correct Answer: A 

 

QUESTION 7

What is the maximum number of active Zoneset(s) that a McData fabric can have? 

A. 1 

B. 2 

C. 3 

D. 4 

Correct Answer: A 

 



QUESTION 8

Which M-series products allow attaching Arbitrated-Loop Devices? 

A. DS-16M2 

B. DS-24M2 

C. ED-32M2 

D. ED-140M 

Correct Answer: B 

 

QUESTION 9

Where are available zones stored when using Connectrix Manager to add a zone to an existing fabric? 

A. Zone Library 

B. Zones in ZoneSet 

C. Hardware Fabric List 

D. Active Switch Memory 

Correct Answer: A 

 

QUESTION 10

Which EMC VisualSAN 4.0 component provides LUN Masking capabilities? 

A. SAN Manager 

B. SAN Assistant 

C. Network Manager 

D. Configuration Manager 

Correct Answer: B 

 

QUESTION 11

In a Log-file of the Connectrix Manager you will find this Fibre-Channel address of a node: 

6B1613 

To which port will this node be connected? 

A. 11 



B. 12 

C. 13 

D. 16 

Correct Answer: B 

 

QUESTION 12

How many bits are in a fibre channel address? 

A. 16 

B. 24 

C. 32 

D. 64 

Correct Answer: B 
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