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QUESTION 1

You are using the Juniper connected security solution to protect your network from malware. 

However, you noticed that malware files over 10 MB are not being analyzed. You need the capability of 

analyzing files greater than 10MB. 

Which two components would allow you to accomplish this task ? (Choose two) 

A. REST API server 

B. Fabric Manager 

C. VIM director 

D. Security director 

Correct Answer: BD 

 

QUESTION 2

Which cloud architecture provides developers a framework on which to develop and customize applications? 

A. DBaaS 

B. PaaS 

C. IaaS 

D. FWaaS 

Correct Answer: B 

 

QUESTION 3

Which CSO component enables ISPs to set up and manage the virtual network and customers? 

A. Service and Infrastructure Monitor 

B. Designer Tools 

C. Administration Portal 

D. Customer Portal 

Correct Answer: C 

 

QUESTION 4



Which two Juniper devices are used as a CSO CPE devices? (Choose two.) 

A. SRX 

B. NFX 

C. QFX 

D. MX 

Correct Answer: AB 

 

QUESTION 5

What are two roles of sandboxing in Sky ATP? (Choose two) 

A. To test the operation of security rules 

B. To analyze the behavior of potential security threats 

C. To validate the operation of third-party components 

D. To store infected files for further analysis 

Correct Answer: BD 

 

QUESTION 6

Which two product are required when deploying vSRX as a partner security service in VMware NSX? (Choose two) 

A. VMware vROPs 

B. VMware NSX manager 

C. Junos Space Security Director 

D. IDP sensor 

Correct Answer: BC 

 

QUESTION 7

A customer wants to provide advanced Layer 4 through Layer 7 security services for a VMware NSX 

microsegementation deployment. 

Which platform would you recommend using in this scenario? 

A. ACX Series 

B. vMX Series 



C. vSRX Series 

D. QFX Series 

Correct Answer: C 

 

QUESTION 8

What are two protocols used by NorthStar Controller to discover the network topology? (Choose two) 

A. SNMP 

B. OSPF-TE 

C. NETCONF 

D. BGP-LS 

Correct Answer: BD 

 

QUESTION 9

Which two protocols are used in a Contrail system to exchange routing information? (Choose two) 

A. XMPP 

B. BGP 

C. OSPF 

D. IS-IS 

Correct Answer: AB 

 

QUESTION 10

Which two data models are supported for the Junos Telemetry Interface (JTI)? (Choose two.) 

A. Azure Application Insights 

B. Native Sensors 

C. Amazon Kinesis 

D. OpenConfig 

Correct Answer: BD 

 

QUESTION 11



Which protocol is used by the NorthStar Controller to discover existing tunnels in a service provider or large enterprise
WAN? 

A. SNMP 

B. PCEP 

C. REST 

D. NETCONF 

Correct Answer: BD 

 

QUESTION 12

Juniper Networks supports which two alternatives to layer 2 loop prevention protocols, such as STP, in an underlay
network? (Choose two) 

A. MC-LAG 

B. BGP 

C. LACP 

D. TRILL 

Correct Answer: AC 
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