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QUESTION 1

Which browser is supported by Security Director with Logging and Reporting? 

A. Firefox 

B. Agora 

C. PowerBrowser 

D. Mosaic 

Correct Answer: A 

 

QUESTION 2

Which statement about transparent mode on an SRX340 is true? 

A. You must reboot the device after configuring transparent mode. 

B. Security policies applied to transparent mode zones require Layer 2 address matching. 

C. Screens are not supported in transparent mode security zones. 

D. All interfaces on the device must be configured with the ethernet-switching protocol family. 

Correct Answer: A 

 

QUESTION 3

Click the Exhibit button. 



Referring to the exhibit, the host has been automatically blocked from communicating on the network because a
malicious file was downloaded. You cleaned the infected host and changed the investigation status to Resolved ?Fixed. 

What does Sky ATP do if the host then attempts to download a malicious file that would result in a threat score of 10? 

A. Sky ATP does not log the connection attempt and an SRX Series device does not allow the host to communicate on
the network. 

B. Sky ATP logs the connection attempt and an SRX Series device does not allow the host to communicate on the
network. 

C. Sky ATP logs the connection attempt and an SRX Series device allows the host to communicate on the network. 

D. Sky ATP does not log the connection attempt and an SRX Series device allows the host to communicate on the
network. 

Correct Answer: C 

 

QUESTION 4

What is a function of UTM? 

A. AppFW 

B. IPsec 

C. content filtering 

D. bridge mode 

Correct Answer: C 

 



QUESTION 5

Which IDP rule configuration will send an RST to any new session that meets the action criteria? 

A. ip-action block 

B. action close-client-and-server 

C. ip-action close 

D. action drop-connection 

Correct Answer: C 

 

QUESTION 6

Click the Exhibit button. 

Which statement explains the current state value of the command output shown in the exhibit? 

A. A valid response was received from a domain PC probe, and the user is a valid domain user programmed in the
PFE. 

B. An invalid response was received from a domain PC probe, and the user is an invalid domain user. 

C. A probe event generated an entry in the authentication table, but no probe response has been received from the
domain PC. 

D. The user-to-address mapping was successfully read from the domain controller event logs, and an entry was added
to the authentication table witch currently resides on the Routing Engine. 

Correct Answer: A 

 

QUESTION 7

You have implemented APBR on your SRX Series device and are verifying that your changes are working properly. You
notice that when you start the application for the first time, it does not follow the expected path. 

What are two reasons that would cause this behavior? (Choose two.) 

A. The application system cache does not have an entry for the first session. 

B. The application system cache has been disabled. 



C. The application system cache already has an entry for this application. 

D. The advanced policy-based routing is applied to the ingress zone and must be moved to the egress zone. 

Correct Answer: AB 

 

QUESTION 8

What are three components of Software-Defined Secure Networks? (Choose three.) 

A. Contrail 

B. Sky ATP 

C. SRX Series device 

D. Security Director 

E. Network Director 

Correct Answer: BCD 

 

QUESTION 9

You want to review AppTrack statistics to determine the characteristics of the traffic being monitored. Which operational
mode command would accomplish this task on an SRX Series device? 

A. show services application-identification statistics applications 

B. show services application-identification application detail 

C. show security application-tracking counters 

D. show services security-intelligence statistics 

Correct Answer: A 

 

QUESTION 10

What is the required when deploying a log collector in Junos Space? 

A. root user access to the log collector 

B. a shared log file directory on the log collector 

C. the IP address of interface eth1 on the log collector 

D. a distributed deployment of the log collector nodes 

Correct Answer: A 



 

QUESTION 11

Click the Exhibit button. 

Your organization requests that you direct Facebook traffic out a different link to ensure that the bandwidth for critical
applications is protected. 

Referring to the exhibit, which forwarding instance will be used on your SRX Series device? 

A. R3 

B. R1 

C. R2 

D. inet.0 

Correct Answer: C 

 



QUESTION 12

After downloading the new IPS attack database, the installation of the new database fails. What caused this condition? 

A. The new attack database no longer contained an attack entry that was in use. 

B. The new attack database was revoked between the time it was downloaded and installed. 

C. The new attack database was too large for the device on which it was being installed. 

D. Some of the new attack entries were already in use and had to be deactivated before installation. 

Correct Answer: A 
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