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QUESTION 1

You want to get an alert when disk space used on a server exceeds 90%, but you will not consider the problem fixed
until the space used drops below 60%.You want to get an email when the problem occurs, but you also want an email
when the problem is fixed. While the problem remains unfixed, you want the alert to stay active in the Orion NPM Web
Console. If you create an alert with a trigger condition such as "Volume Space Used is greater than 90%," you will get
an email when the initial problem occurs. What is the next step that is required to accomplish this goal? 

A. add a Trigger Condition like "Volume Space Used is less than 60%" 

B. add an Alert Suppression Condition like "Volume Space Used is Less than 60%" 

C. add an Alert Escalation Condition like "Volume Space Used is Less than 60%" 

D. add a Reset Condition like "Volume Space Used is less than 60%" 

Correct Answer: D 

 

QUESTION 2

Which traffic type should be allowed through the network in order to leverage SNMP for network monitoring? 

A. UDP traffic on port 53 

B. UDP traffic on port 161 

C. TCP traffic on port 161 

D. TCP traffic on port 162 

Correct Answer: B 

 

QUESTION 3

Your network has a few critical devices on the other side of a WAN link from your Orion server. If the router (name =
"target") connecting Orion to the remote site goes down, you do not want alerts about those devices. How should you
configure Orion NPM Alert Suppression within the Advance Alert Engine to achieve your goal? 

A. suppress alert when any of the following apply: Node Name is equal to "target" | NodeStatus is equal to "Down" 

B. suppress alert when any of the following apply: Node Name is equal to "target" | Interface Status is equal to "Down" 

C. suppress alert when all of the following apply: Node Name is equal to "target" | Interface Status is equal to "Down" 

D. suppress alert when all of the following apply: Node Name is equal to "target" | Node Status is equal to "Down" 

Correct Answer: D 

 

QUESTION 4



Your network management system (NMS) leverages WMI to pull management data from Windows 2003 Servers. You
have not deployed Active Directory, but your servers belong to a common workgroup. What should you do to ensure
that your NMS has permission to query these servers? 

A. ensure that all of the servers are on the same service pack level 

B. ensure that all of the servers have the .NET framework 3.5 installed 

C. ensure that the account you are using exists on all of the servers 

D. ensure that the account and password you are using is the same on all of the servers 

Correct Answer: D 

 

QUESTION 5

When monitoring the performance of the WAN connection to a remote site, you notice that latency varies from 10 to
1700 milliseconds and that bandwidth utilization is commonly over 90%. Which type of traffic would be the most
adversely affected by this situation? 

A. email 

B. SNMP polling 

C. VoIP 

D. Syslog 

Correct Answer: C 

 

QUESTION 6

The IT budgeting department has asked you for reports that will help them better plan for increases in monthly recurring
costs. Which report should you set up to help the IT udgeting department meet this objective? 

A. router inventory 

B. WAN interface utilization 

C. LAN interface utilization 

D. available switch ports 

Correct Answer: B 

 

QUESTION 7

While isolating a bandwidth issue using your network management system (NMS), you discover that the percent
utilization for an interface is over 100%. What is a possible cause? 

A. There is a duplex mismatch on this interface. 



B. The NMS is configured with the wrong interface speed. 

C. The NMS is monitoring too many interfaces. 

D. Packet loss is exceptionally high on this interface. 

Correct Answer: B 

 

QUESTION 8

Which trend analysis report would most accurately predict user count growth? 

A. numbers of active switch ports 

B. network-wide bandwidth utilization 

C. network-wide availability 

D. number of active WAN interfaces 

Correct Answer: A 

 

QUESTION 9

Your firewall currently allows port 6343 traffic to your network management system (NMS). What is the port most likely
being used for? 

A. ICMP 

B. IP service level agreement (SLA) 

C. sFlow 

D. SMTP 

Correct Answer: C 

 

QUESTION 10

How does the Orion Universal Device Poller (UnDP) monitor a device\\'s statistics that are Not included in the standard
Orion NPM MIB database? 

A. by manually associating the device\\'sOID to Orion 

B. by keeping a copy of the device\\'s MIB on the Orion NPM Server 

C. by automatically searching the common MIB repositories and updating Orion 

D. by manually compiling the MIB into the Orion MIB database 

E. by manually compiling the OID into the Orion MIB database 



Correct Answer: A 

 

QUESTION 11

What can you determine from a packet capture that you CANNOT learn from NetFlow data? 

A. network traffic statistics 

B. router Telnet password 

C. client to server communication ports 

D. device up/down status 

Correct Answer: B 

 

QUESTION 12

Which two performance metrics can be affected by proper QoS implementation? (Choose two.) 

A. jitter 

B. shaping 

C. marking 

D. queuing 

E. latency 

Correct Answer: AE 
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